MATERIAL SAFETY DATA SHEET
CLEAR WICK CW300

BLAZE MSDS NUMBER: CW300

EFFECTIVE DATE: OCT 2009

Twenty-Four (24) Hour Emergency Assistance: CHEMTREC 1-800-424-9300 day or night.

BLAZE Products Corporation
P. O. Box 71409
Shelbyville, Kentucky 40066-1409
Telephone: (502) 633-0650

QOutside the continental United States, call

CHEMTREC at 1-703-527-3887 (collect calls accepted).

Blaze Products Corporation urges the customer receiving this Material Safety Data Sheet (MSDS) to study it carefully to become aware of

hazards, if any, of the product involved.

In the interest of safety, you should: (1) notify your employees, agents, and contractors of the

information on this sheet, and (2) furnish a copy to each of your customers to inform their employees and customers as well.

SECTION | - PRODUCT INFORMATION

TRADE NAME: CW300
PACKAGES: 8-ounce cans (24 units/case)
SYNONYMS: 2, 2-Oxybisethanol, Diethylene Glycol

CHEMICAL FAMILY:

Glycol

Section Il - HAZARDOUS INGREDIENTS/IDENTITY INFORMATION

COMPOSITION CAS RN. % PEL/TLV HAZARD
Diethylene Glycol 111-46-6 >08.5 None established Combustible
SECTION Il - PHYSICAL/CHEMICAL CHARACTERISTICS
APPEARANCE AND ODOR: Liquid material is odor free and colorless.
SPECIFIC GRAVITY (H20=1) @ 80° F: 1.118
% VOLATILE BY VOLUME: 98%
SOLUBILITY IN WATER: Soluble
pH: Neutral
VAPOR PRESSURE: <0.01 mm Hg (20° C)
VAPOR DENSITY (AIR = 1): 3.69
FREEZING POINT: -8.0°C (17.6°F)
BOILING POINT: 245° C (473°F)
SECTION IV - FIRE & EXPLOSION HAZARDS
FLASH POINT: 242° F (117 C) ASTM D-56 (Tag Closed Cup)
FLAMMABLE LIMITS IN AIR, % BY VOLUME: LOWER: LEL 1.7% UEL 10.6%
NFPA (National Fire Protection Association) RATING: HEALTH (1) FIRE (1) REACTIVITY (0)

AUTO-IGNITION TEMPERATURE:
EXTINGUISHING MEDIA:

SPECIAL FIREFIGHTING PROCEDURES:

UNUSUAL FIRE & EXPLOSION HAZARD:
SPECIAL CAUTION:

435° F (NFPA)

Use dry chemical, “alcohol foam” or carbon dioxide; water or foam may cause frothing.
Use water to keep fire-exposed containers cool. Use carbon dioxide or dry chemical
for small fires; “alcohol foam” or water fog for large fires.

Wear self-contained breathing apparatus (SCBA) and complete personal protective
equipment. Dilution of burning liquid with water spray will reduce intensity of flames.
A solid stream of water directed into hot, burning liquid could cause frothing.

None.

DO NOT USE “CLEARWICK” IN HOT BOXES. AVOID OVERHEATING CLEAR
WICK (TRANSPARENT PLASTIC CONTAINER) BY LEAVING AT LEAST 2 SIDES
OF THE CHAFING DISH BOTTOM AREA OPEN, ALLOWING PROPER CROSS-
VENTILATION. (PLASTIC CONTAINER MAY COLLAPSE IF OVERHEATED)

SECTION V - REACTIVITY DATA

STABILITY:
HAZARDOUS POLYMERIZATION:
CONDITIONS & MATERIALS TO AVOID:

Generally stable.
Not likely.
Contact with a wide range of oxidizing agents may react violently.
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