MATERIAL SAFETY DATA SHEET
MSDS No. LB300C
Section 1 = Product Identification and Use

Product Identifier; #?;B%Chaﬁng Dish Fuiet 18300, CWaoe, TEo0, Product Identification Number (PIN):  Not applicable
Product Use: Chafing Dish Fuel
Manufacturer's Name: BLAZE Products Corporation Supplier's Name:
Street Address: ;,1001 Eszﬁfgg ByEns Street Address:
City: Shelbyville Province: Kentucky City: Province:
) 40065 (Street) ;
Eosl Gode: 40066-1409 (Post Office Box) S
. CHEMTREC 1-800-424-9300 Emergency Telephone
Emergency TORPRANB NG . or 4 708 5273067 No.:
Section 2 - Hazardous Ingredients |
LDso of Ingredients LCso of Ingredients |
Hazardous Ingredients % CAS Number (Specify Species & Route) (Specify Species)
Diethylene Glycol 98.5 111-46-6 13.21 g/kg (rat, oral)
Section 3 - Physical Data
Physical State: Liquid in Odor and Appearance: Clear, colorless, essentially Odor Threshold (ppm): Not established
can odorless, hygroscopic liquid
Vapor Pressure (mm Hg): Vapor Density (AIR = 1): Evaporation Rate (Butyl Acetate = 1): pH:
<0.01 mm (20° C) 3.69 <0.001 Neutral
Boiling Point (° C): 244.7° Freezing Point (° C): -80° Specific Gravity (H20 + 1): 1.1184 @ 20°/20° C

COEFF. Water/Qil Dist.: Not available

Section 4 - Fire and Explosion Data

Flammability: Combustible If yes, under what conditions?
Yes[] No[] Unusual Fire & Explosion Hazard: None
Means of Extinction:

Use dry chemical, “alcohol foam,” or CO2; water or foam may cause frothing. Use water to keep fire-exposed
containers cool. Use CO2 or dry chemical for small fires; “alcohol foam” or water fog for large fires.

Flash Point (° C) and Method: 124° C - 255° F ASTM D-56 (Tag Closed Cup)

Upper Flammable Limit (% by Volume): 10.6% Lower Flammable Limit (% by Volume): 1.7%

Autoignition Temperature: (° C): Not applicable Hazardous Combustion Products: CO2 and CO (on partial combustion)

Explosion Data: Not known | Sensitivity to Impact: Not known ‘ Sensitivity to Static Discharge: Not known

Section 5 - Reactivity Data

Chermical Stability: Yes[  No [] I, under whiat

conditions?
Incompatibility with Other Substances:
Yes X No[] ifeo, which onea? Contact with a wide range of oxidizing agents may react violently.
Reactivity, and Under What Conditions: Normally reactive materials coming in contact in concentrated form and/or at elevated
temperatures
Hazardous Decomposition Products: COzand CO
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